
Garage Door

Lubrication
Guide Tracks: Clean the internal sections of the guide tracks to
remove dirt and grime. Avoid applying lubricant to the tracks, as this
can attract more debris.
Moving Parts: Lubricate wheels, hinges, and springs with a suitable
lubricant every three to six months to ensure smooth operation.

Hardware
Inspection

Door Balance
and Alignment

Balance Test: Disconnect the automatic opener and
manually lift the door halfway. A properly balanced door
should stay in place. If it doesn't, the springs may need
adjustment by a professional.
Alignment: Check that the door opens and closes smoothly
without obstruction. If it binds or doesn't move freely, the
tracks may need realignment.

Cleaning Door Surface: Wash the door with a cloth and clean water at
least once a month. If you reside near the coast, increase the
frequency due to salt exposure.
Caution: Avoid washing the automatic opener to prevent
electrical hazards.

maintenance checklist

Springs: Check for signs of wear or damage. Springs are under high
tension; if issues are detected, contact a professional technician.
Cables: Inspect lifting cables for fraying or corrosion. Damaged
cables require immediate professional attention.
Fasteners: Ensure all nuts, bolts, and screws are secure. Tighten any
that are loose.
Pulley Wheels: Examine for wear and ensure they rotate smoothly.
Replace if necessary.

Safety
Features

Auto-Reverse Mechanism: Test the door's auto-reverse
function by placing an object in its path. The door should
reverse upon contact. If not, have it inspected and repaired.
Photoelectric Sensors (PE Beams): Ensure sensors are
aligned and free from debris. Test their functionality
regularly to prevent accidents.

Opener
System

Drive Chain/Belt: Inspect for signs of wear and adjust tension
as needed. Lubricate if recommended by the manufacturer.
Remote Controls: Replace batteries as needed and ensure
they operate correctly

Weather Seals
Inspection: Examine bottom and perimeter seals for signs of
wear or damage.
Replacement: Replace any damaged or worn seals to
maintain energy efficiency and protect against the elements.


